## 800U Series Pushbutton Switch

## Specifications

Electrical Rating: 0.4VA @ 20V Max (AC or DC)
Mechanical Life: 40,000 Cycles
Electrical Life: 6,000 Cycles
Contact Resistance: $100 \mathrm{~m} \Omega$ inital
Insulation Resistance: $500 \mathrm{M} \Omega$ Min.
Dielectric Strength: 500VAC
Operating/Storage Temperature: $-30^{\circ} \mathrm{C}$ to $85^{\circ} \mathrm{C}$
Travel: 1.0 mm
Circuit Function: SPDT, DPDT
Actuation Force: 250 gf

## Features \& Benefits

- Ultra-miniature in size
- IP67 rated
- Multiple termination options
- Multiple cap colors
- Single or double pole


## Part Number Configurator

Series

E-SWITCH ${ }^{\circ}$ $\qquad$

## 800 U Series Pushbutton Switch

SPDT Dimensions

M2 Termination


M6 Termination


M7 Termination

$\qquad$

## 800U Series Pushbutton Switch

## DPDT Dimensions

M2 Termination


DPDT PCB LAYOUT - M2

M6 Termination


M7 Termination


DPDT Schematic
$\qquad$

## Button Positioning

For specifications, please refer to the dimensions on previous pages.

M2 Button


M6 Button


M7 Button


