For more information, please visit the product page.
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CONNECTOR PINOUT
# | COLOR | AMT203 | AMT303 | AMT303LD 4 .
14 | ORN/WHI | T_Bit GND_C | GND_C TOLERANCE: Ro H S
13 | BLU/WHI N/A N/A X +0.3mm UNLESS OTHERWISE
12 | WHI/BLU X X X SPECIFIED ) g
2 whiely | X | X | X AMT203303- XXC X X XXX PN
10 | WHUGRN | A A A X2 C
9 | YLW/WHI N/A N/A -B \// U I I N C
8 | WHIYLW B B B 20050 SW 112th Ave.
7 | WHI/ORN | MOSI v v Terminated conductor count: Length: Tualatin, OR 97062
6 | PNKWHI | 5V+ 5V+ 5V+ 10C = 10 (AMT203/303) (in inches) PO S 6125300
5 | BRN/WHI | SCK W w 14C =14 (AMT303LD) Fax: 503-612-2383
4 | WHIPNK | GND GND GND Website: www.cui.com
3 | TANWHI | MISO Y Y Temperature rating: Connector: "M AMT203/303 Interface Cable A
2 WHI/BRN CSB zero set zero set S = standard (80°C) “blank” = standard PARTNO ONTS:
T T WRIUTAN N/A N/A NA H = high (105°C) L = locking " AMT203303-XXCXXXXX Y INCHES]
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