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NOTES: TERMINATION DETAIL
1. ALL DIMENSIONS IN MM [INCH] 2 19.00
2. GENERAL TOLERANCE: X.X=+0.4 —_—-—r T [749]
XXX=£0.25 CIRCUIT: SPST .
3. TERM. NOS. FOR REFERENCE ONLY. CIRCUIT: SPST
4. RATING: 4A @125VAC, 2A @250VAC CONTACT CONFIGURATION //_\
5. CONTACT RESISTANCE: 10mlILLI—OHMS
6. DIELECTRIC STRENGTH: 1500 VAC—1Minute Sw\ma._ E_ummmm_‘
7. INSULATION RESISTANCE: 200 Mega—OHMS
8. MATERIALS: N >
HOUSING: ZINC ALLOY DIE CAST |- 17.00 ___|
CYLINDER: ZINC ALLOY W/CHROME PLATE oFF ON [.670]
CONTACTS: SILVER PLATE RECOMMENDED PANEL CUTOUT
CRISS CROSS TUMBLERS. (11 BLADE) LEGEND  _ RECOMMENDED PANEL CUTOUI
DOUBLE BITTED KEYS (2) STAMPED 2007 e = INDICATE NO KEY PULL
9. KEYLOCK, KEYS, AND HEX NUT TO BE PACKED (® = INDICATES KEY PULL POSSIBLE
TOGETHER IN INDIVIDUAL BAGS.
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